
MINIMUM 100mm DIAMETER NOVAFLO LINE SET HALF INTO 

CONCRETE TOP ENDS OF PIPE HAVE THE TOP LEVEL WITH 

THE TOP OF THE FLOOR. 

RUN FROM TOP END OF OUTLET AT A GRADE OF 1 IN 100 

AND DISCHARGE TO THE GROUND OR CONNECT TO THE 

STORMWATER SYSTEM VIA A SUMP 

 
 

 

 
NOTES: 

1. ALL REINFORCEMENT SHOWN IS 

INDICATIVE ONLY. ADDITIONAL 

REINFORCEMENT MAY BE NEEDED TO MEET 

SPECIFIC REQUIREMENTS (E.G. STRENGTH, 

STABILITY, DURABILITY, APPEARANCE, ETC.) 

RELEVANT TO THE ELEMENT BEING 

DESIGNED, AND TO ENSURE THAT THE 

DESIGN IS FIT FOR PURPOSE. FINAL DESIGN 

TO BE OVERSEEN BY AN APPROPRIATELY 

QUALIFIED STRUCTURAL ENGINEER. 

 
2. ALL MATERIAL SHALL BE INSTALLED IN 

ACCORDANCE WITH MANUFACTURERS 

INSTRUCTIONS. 

 
3. BACKFILL SHALL SLOPE AWAY FROM THE 

WALL. 

 
 
 
 
 
 
 
 
 

 
 

 

 

 

 

 
 

 
  

 
 
 
 

 
 

 

 

 

 

 

 

TIMBER JOIST AS AS3604 2011    

WITH PARTICAL BOARD ABOVE 

 

 

 

 

 
 

 

 

 

 

 

TYPICAL BASEMENT WALL CONSTRUCTION WITH 

TIMBER FIRST FLOOR AND MEGAFORM 280 SERIES 

ABOVE 
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